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PHOTOMETRIC DATA
Visit iguzzini.com/us for complete photometric data.
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MODELS

Medium 16° 3 035 111 20 750 IIPRO-LC-W-BO-830-MD

Flood 30° 3 030 111 9 855 IIPRO-LC-W-BO-830-FL

Wide flood 46° 3 035 111 5 500 IIPRO-LC-W-BO-830-WF

Medium 16° 3 115 114 21 295 IIPRO-LC-W-BO-840-MD

Flood 30° 3 110 114 10 115 IIPRO-LC-W-BO-840-FL

Wide flood 46° 3 115 114 5 645 IIPRO-LC-W-BO-840-WF

4000K

HO 42W

3000K

Medium 16° 4 310 102 30 205 IIPRO-LC-W-HO-830-MD

Flood 30° 4 305 102 14 055 IIPRO-LC-W-HO-830-FL

Wide flood 46° 4 310 102 7 800 IIPRO-LC-W-HO-830-WF

Medium 16° 4 390 105 30 765

Flood 30° 4 385 105 14 315

Wide flood 46° 4 390 105 7 945

4000K

IIPRO-LC-W-HO-840-MD

IIPRO-LC-W-HO-840-FL

IIPRO-LC-W-HO-840-WF
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