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SPECIFICATION SHEET

PROJECT NAME: 

LAMPING:
LINEALUCE LED
WALL / CEILING / PENDANT

LAST UPDATE : AUGUST 31, 2011

LINEALUCE Led spot light can be surface mounted or 
pendant. Long lasting Leds make the lamp ideal areas that 
are difficult of access. 

#I.B       -120- 15 
FINISHLED 

COLOR

TYPE: QTY:

7 X 1W LED, WITH SPOT OPTIC
(SEE LED COLOR)

I.5576 - ADJUSTABLE ARM +/- 90°
15 - GREY

I.5577 - EXTENDABLE ARM +/- 90°
15 - GREY

I.5578 - BARCKET FOR BALUSTRADE
  INSTALLATION

15 - GREY

I.5588 - SUSPENSION CABLE WITHOUT 
   POWER SUPPLY

15 - GREY

I.5589 - SUSPENSION CABLE WITH 
   POWER SUPPLY

I.5590

I.5591

- ROD WITHOUT POWER SUPPLY

- ROD WITH POWER SUPPLY
15 - GREY 15 - GREY

I.5592 - COLOURED FILTERS

06 - YELLOW

09 - BLUE D7 - CYAN

26 - MAGENT

02 - ORANGE

05 - RED

07 - GREEN 00 - FROSTED

I.5594 - EXTRUDED ALUMINUM
  ANTI-GLARE SCREEN

ACCESSORIES

LED COLOR

15 - GREYMETAL FINISH

120VVOLTAGE

I.BB65 - 7 X 1W NEUTRAL WHITE LED MODULE 4200K (SPOT OPTIC)

I.B745 - 7 X 1W WARM WHITE LED MODULE 3100K (SPOT OPTIC)

14-13/16"
(376mm)

3"
(75mm)

3"
(76mm)

IP 66 IK 05
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